IPL-98 & IPL-150

PowerLink Li-lon V-Mount Batteries

PowerLinking, Compact, Travel-Friendly

IPL-98 & IPL-150

The IPL-98 & IPL-150 are the newest travel-friendly, stackable
battery solution with 26Wh & 143Wh respectively. With the
ability to link up to 4 batteries, the IPL Series can provide
continuous power to cine-style cameras like the ARRI ALEXA
Mini and RED MONSTRO by drawing power from the last battery
mounted. Stacked charging with the VL-2000S charger allows
users to charge a total of 8 batteries for added convenience.

Capacity: 26\Wh
Max Output Voltage: 16.8V
Nominal Voltage: 14.4V
Max Draw: 10.5A (14A when linked)
Power Outputs: (1) 80W D-Tap Advanced, (1) 80W D-Tap, & (1) USB
End Voltage: 11V
Additional Features: BMS, SMBus, 5 LED Power Indicator, V-Torch
Protection: Over-charge, over-discharge, over-current, thermal protection
Ambient Temperature: 32°F ~ 104°F (Charge)
-4°F ~ 113°F (Discharge)
-4°F ~ 122°F (Storage)
Dimensions: 3.49(W) x 4.67(H) x 2.75(D) inches
Weight: 1.64 Ibs

Capacity: 143Wh
Max Output Voltage: 16.8V
Nominal Voltage: 14.4V
Max Draw: 11.3A (14A when linked)
Power Outputs: (1) 80V D-Tap Advanced, (1) 80W D-Tap, & (1) USB
End Voltage: 11V
Additional Features: BMS, SMBus, 5 LED Power Indicator, V-Torch
Protection: Over-charge, over-discharge, over-current, thermal protection
Ambient Temperature: 32°F ~ 104°F (Charge)
-4°F ~ 113°F (Discharge)
-4°F ~ 122°F (Storage)
Dimensions: 3.49(W) x 4.67(H) x 3.35(D) inches
Weight: 2.14 Ibs

**IDX reserves the right to change the specifications contained herein without notice.
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